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1 – Included Parts and Fasteners

Leg (x2)

Frame (x2)

End Pipe (1 set)

Feet (x2)

Connection Cable

Power Cable

Remote Control

Control Unit

Fastener A (x16)
Tornillo A

Fastener B (x12)
Tornillo B

Fastener C (x7)
Tornillo C

Fastener D (x2)
Tornillo D

2 – Tools and Supplies Required

2

3 – Assembly

1

Place frame assembly on bottom of worksurface.
IMPORTANT: To protect finish during assembly, place
worksurface on cardboard or a carpeted surface.
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End with plug on top of box should be facing center of
base.
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Install all eight bolts loosely, then tighten.
Slide inner channel to access leg attachment holes for
securing legs to frame
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3 – Assembly

4

Slide worksurface brackets into sides of frame
assembly.
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Align worksurface brackets to worksurface locator holes
if provided. Otherwise, center base front to back and
extend base to 1 1/2” from each end of worksurface.
Slide control box to access center screw
location.
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4

3 – Assembly
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Place frame assembly on bottom of worksurface.
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1. Attach keypad controller to worksurface. Connect
keypad, power cord, and motor cords to the control box.
Use provided extension cord if needed.
2. Using two people, flip table over and level glides. Plug
power cable into electrical outlet.
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4 – Programmable Remote Guide

Resetting the base
1. Hold the “down” button until the base reaches its lowest
position.
2. Release the “down” button.
3. Hold the “down” button again until the display states
“RST”.
5. Hold the “down” button again until the base lowers slightly,
then raises back up.
6. Release the “down” button. The base is now ready to use.

Memory Control Instructions
1. Adjust the base to the desired height.
2. Press “M” followed by the desired preset number.
3. The preset is now set for that height.

Setting Upper Limit
1. Adjust the base to the desired maximum height.
2. Hold down the “M” button until the display states “S-”, then
release the “M” button.
3. Press the “up” button, then release. Hold the “M” button
until the display flashes “999” then
changes to display the height.
4. The maximum height is now set.
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4 – Programmable Remote Guide

Setting Lower Limit
1. Adjust the base to the desired minimum height.
2. Hold down the “M” button until the display states “S-”, then
release the “M” button.
3. Press the “down” button, then release. Hold the “M” button
until the display flashes “000” then
changes to display the height.
4. The minimum height is now set.

Removing the Upper and lower Limits
1. Hold down the “M” button until the display states “S-”, then
release the “M” button.
2. Within five seconds, hold down the “M” button again for
two seconds.
3. The display will flash “555”, then change to display the
height.
3. The upper and lower limits are now removed.

Locking the control
1. Hold the “M” button until the display switches from “S-” to
“LOC”.
2. The control is now locked.
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4 – Programmable Remote Guide

Unlocking the control
1. Hold the “M” button until the display switches from “LOC”
to the height display.
2. The control is now unlocked.

5 – Troubleshooting
WARNING
Resetting the base will require lowering past any
set lower limit. Ensure there are no obstructions
underneath the base while resetting.

Perform reset procedure if base is not functioning properly
or if legs are uneven.
If the display states “RST”, perform reset procedure.
If the display indicates an error message (“ER1” – “ER13”),
confirm all wired connections are secure (legs to cables,
cables to control box). Then perform reset procedure.
If the display states “HOT”, let base cool down for twenty
minutes before use.
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